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GENERAL NOTES

BERM AND SLOPE PROTECTION PLAN

ELEVATION

"STRAIGHT" WINGWALL

TRANSITION DETAIL

STAKING LAYOUT

PLAN OF GABION

AT COLUMN

TYPICAL GABION UNIT

TYPICAL ELEVATIONS (Straight Wingwall Abutment)

B

B

STAKING TABLE

QUANTITIES

1.

2.

3.

4.

5.

6.

Sq. Yds.

Mattress

àGabion Slp.

Limits of slope protection are shown on the Construction

Layout sheet.  Limits may be adjusted as needed at the

direction of the Engineer to match ground elevations

found at the site.  Layout and configuration of gabion

units are shown for detail purposes only.  Final layout

shall be determined in the field to meet site conditions.

adjoining edges of adjacent units shall be tightly laced

by means of wire ties placed every 4" or by a spiral tie

having a complete loop every 4", both top and bottom.

Rock placement in the gabion units may be accomplished

in one lift by mechanical means.  Rearrangement of rock

by hand shall be required to produce a tight compact and

Unless noted otherwise on the Construction Layout,7.

Bridge

Number Cu. Yds. Cu. Yds.

requirements of stone for Aggregate Ditch Lining.

with the Manufacturer's recommendations, unless

otherwise noted.  Prior to filling gabion units,

well-graded distribution of the lift.  Placement, measure-

4 inches.

Gradation for the slope protection shall have

ment and payment of Slope Protection (Gabion) shall

conform to KDOT Specifications for Slope Protection.

Rock for Slope Protection (Gabion) shall meet the

(Where Required)

2:1

3:1

4:1

SLOPE DOWN ACROSS

None None

6 ft. 6 ft.

6 ft. 8 ft.

12 ft. 12 ft.

Stakes may be 2" steel pipe or 2x2 angle.

Stakes shall be set prior to rock filling.

Stakes shall be set at connection points

where possible and need not be wired to

gabion.

Note: Minimum stake length shall be 2'-0".

to clear column and place "cut" unit

to fit prior to lacing to adjacent

unit. Cut lid similar and wire to

all diaphragms.

Note: Cut bottom and side of unit

for dimensions.

See General Notes

Note: Lace "extra" diaphragms

unit. Where edge of gabion

by the Engineer.

unit intersects column, wire

"extra" diaphragms as directed

to bottom, edge and all adjoining

diaphragms of gabion

a maximum of "L"/3.

Note: Cell width shall be

"W" shall be a maximum

of 0.60"L".

àGeotextileSlope Prot.

(Gabion)

KDOT Specifications and placed in accordance

Excavation and grading for placement of gabion units and

rock embankment and all work and material to install geo-

textile fabric shall be subsidiary to Slope Protection.
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At the direction of the Engineer,

Cut and piece from standard unit

(EWS)

(Location varies)

(See Const. Layout)

(See Const. Layout)
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5'-6"
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Varies

Protection

Berm width

Gabion slope

mattress

Pier column

Station and offset
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6"± to adjust direction.

the gabion unit may be "racked"
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Construction Layout.

Slope

"L"

Protection

Gabion

Berm "d
Ô"

"d
Ó"

See Trans.

Detail

Geotextile
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1'-0" 

5'-6"

1'-6"

Slope

5'-0"±�

Trans.

"L"

"W"

Diaphragm

(Typ.)

"d
Ó"

See table for

spacing

"W"

Typical

Pie
r

Co
l.

Fill with

diaphragm

diaphragms

|nstall "extra"

rock

"L"

"W"

C
ell

Diaphragm

"d
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th

Geotextile
1'-0"

Min.

"d
"

Min.

Slope as shown on

Min.

Asphalt

1'-0"

Min.

Wingwall

3'-0"á

4'-0" or 5'-6"

See Plan

Conc. Approach Slab

with 4" Edge Curb

Asphaltic Pav't.

Edge Curb

with 4" Asphalt

End unit may be

Engineer.

direction of the

omitted at the

6" Min.

Cover

NOTE:  Section A-A,  Rock Flume required

  when curb is omitted on the approach

  slab or when shown on the Construction

  Layout sheet. 

Place rock 2'-0"

inside of bridge facia.
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(Typical).

requirements as standard units

laced to adjacent units with same

"fill-in" unit.  "Fill-in" unit shall be

to construct bottom, toe and lid of

4'-0"

1'-0"

10:1 Slope
10:1 Slope

SECTION A-A

SECTION B-BSECTION B-B

with Edge Curb)

(For Asphaltic Pavement
Slab with Edge Curb)

(For Concrete Approach

a D×Ò of 4".  Rock size for gabion slope mattress

Gabion units shall be constructed in accordance to

be a minimum of 12'.

"dÓ" (Gabion) shall be a minimum of 6", "dÔ" (Slope

Protection) shall be a minimum of 6" and "L" shall

(Typ.)

Geotextile 5'-6"

Limits of

(Typ.)

Limits of Geotextile

10'-0"

requirements of KDOT Specifications.

12 inches in length.  Geotextile fabric shall meet the 

than 5 foot centers.  Pins or staples shall be a minimum of 

stapled as recommended by the manufacturer but not more

(w/washers). |nterior area of fabric shall be pinned or

a maximum of 3 foot centers with staples or pins 

be 1 ft. Fabric shall be anchored along edges and splices at 

overlaps,  and pin layout.  Minimum overlap of geotextile shall

The installation procedure shall show details of the splices,  

installation procedure shall be submitted to the Engineer.   

manufacturer. One (1)  copy of the fabric manufacturer's

shall be installed and secured as recommended by the fabric

construction shall be replaced at no cost to KDOT. Fabric 

in limits shown. Fabric damaged or displaced during 

Slope protection shall be underlain with geotextile fabric with-

       STRAIGHT WINGWALL ABUTMENT       

        SLOPE PROTECTION (GABION)       

             BRIDGE BERM AND            
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KANSAS DEPARTMENT OF TRANSPORTATION

05-15-02                   Clarified Bid Items                  K.F.H.01
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07-14-04                 Changed to guard "rail"                K.F.H.02 R.A.M.

12-10-10                   Clarified Geotextile                 T.L.F.03 J.P.J.
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R.R.R. DETAILED

DESIGN CK. DETAIL CK.      R.R.R.

P.G.F.

APP'D.          Kenneth F. Hurst

QUANTITIES

QUAN.CK.

TRACED

TRACE CK.

      P.G.F.
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" and larger but not greater than2
1

shall be 2

Sh. No.

"d
Ô"

"d
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4'-0"

Asphalt

Min.

Geotextile 1'-0"

"d
"

(Location varies)

Pier column

(Location varies)

Pier column

(See Const. Layout)

Station and offset

(See Const. Layout)

Station and offset
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