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KANSAS 0 0 0 0
SUMMARY OF
SUMMARY OF TRAFFIC CONTROL DEVICES T —— -
TRAFFIC CONTROL DEVICES (EACH PER DAY) = . .
Item Quantity Unit
(EACH) % Quantity most used on the Work Zone Signs (0 to 9.25 Sq.Ft.) Each Per Day
, . project at any one time Work Zone Signs (9.26 to 16.25 Sq.Ft.) Each Per Day
Pavement Marking (Temporary) Symbols Work Zone Sign (Special) Work Zone Signs (16.26 Sq.Ft. & Over) Each Per Day
Location| Type Symbol Phase| Direction | Qty. Sign No. 16.25 Sq.Ft. & Less 16.26 Sq.Ft. & Over Work Zone Signs % Work Zone Barricades (Type 3 - 4' to 12') Each Per Day
Sian N Size - Sq.Ft. Work Zone Barricades (Pedestrian) Each Per Day
'gn o. 0-9.25 9.26-16.25 16.26 & Over Channelizer (Fixed) Each Per Day
W20-7 2 Channelizer (Portable) Each Per Day
Channelizer (Pedestrian) Each Per Day
Work Zone Warning Light (Type "A" Low Intensity) Each Per Day
Work Zone Warning Light (Red Type "B" High Intensity) Each Per Day
Arrow Display Each Per Day
Portable Changeable Message Sign Each Per Day
Pavement Marking (Temporary)
4" Solid (Type I) Sta./Line
4" Solid (Type II) Sta./Line
4" Broken (8.0") (Type I) Sta./Line
4" Broken (8.0") (Type II) Sta./Line
4" Broken (3.0") (Type I) Sta./Line
4" Broken (3.0") (Type II) Sta./Line
4" Dotted Extension (Type I) Sta./Line
4" Dotted Extension (Type II) Sta./Line
Symbol (Type I) Each
Symbol (Type II) Each
Flexible Raised Pavement Marker (4" Broken (8.0")) Sta./Line
Flexible Raised Pavement Marker (4" Broken (3.0") ) Sta./Line
Pavement Marking Removal Lin. Ft.
Work Zone Sign (Special) (16.25 Sq. Ft. & Less) Each
Work Zone Sign (Special) (16.26 Sq. Ft. & More) Each
Rigid Raised Pavement Marker (Type I) Each
Rigid Raised Pavement Marker (Type II) Each
Traffic Signal Installation (Temporary) Lump Sum
Traffic Control (Initial Set Up) Lump Sum Lump Sum
Traffic Control Lump Sum
Flagger (Set Price) 1 Hour
Barricades * Channelizing Devices *
Type 3 Pedestrian Fixed Portable | Pedestrian
(4' 10 12)
Lighted Devices *
. . NO. DATE REVISIONS BY APP'D
Work Zone Warnlng nght KANSAS DEPARTMENT OF TRANSPORTATION
(Type "A" Low Intensity)
— TRAFFIC CONTROL
Work Zone Warning Light SUMMARY OF DEVICES
(Red Type '8 High Intensity) RECAPITULATION OF QUANTITIES
Arrow Display
TE795
Portable Changeable Message Sign FHWA APPROVAL 12-05-25 | APPD. Nick Rogers
DESIGNED B.A.H. R.W.B. | QUANTITIES TRACED
DESIGN CK. QUAN.CK. TRACE CK.
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